
Glidewell provides customized implant abutments in both zirconia 

and titanium. We use your implant level impression and provide a 

tailor-made CAD/CAM solution that is created to fit your patients’ 

individual needs. We can create an abutment at the correct angle 

as well as the appropriate height to support your restoration. A 

natural emergence is precisely milled and margin contours are 

designed to ensure ideal soft tissue and crown esthetics.

STEP 6: Place the impression posts into the cor-
responding location in the impression and send 
the case to Glidewell Laboratories.

STEP 5: Using the recommended instrument, 
remove the impression posts from the patient’s 
mouth and replace the healing abutment.

STEP 4: Inject your preferred PVS syringe mate-
rial around each impression post, fill the tray with 
heavy body and record impression.

STEP 3: Take a PA to verify all parts are seated. 
When working with multiple implants, place all im-
pression posts in one arch before taking PA.

STEP 2: Place the impression post (impression 
coping) onto the implant, ensure the two pieces 
are fully engaged, and hand tighten the screw.

STEP 1: Use appropriate instrument to remove 
healing abutment. Start with posterior implant, 
working forward. Remove one healing abutment 

Custom Implant Abutments
CAD/CAM IMPLANT ABUTMENTS ENSURE           
PRECISION FIT AND PROMOTE GINGIVAL HEALTH

per unit starting at .....
$299
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Closed-Tray Technique




